


MARINE GEAR*

PERFORMANCE CURVES

Model ZF 280 -1 ZF 280 -1A [down angle 7°] ZF 286 ZF 286 A [down angle 7°]

Clutch type Hydraulic multi-disc

Dry weight** 73 73 86 77

Reduction ratio [fwd/asn] Gear ratios available from ZF

Direction of rotation [viewed from stern] Clockwise & counterclockwise

Lubrication system Forced lubrication

Lube oil specifications ACEA E5/E7, API CI-4

Max. lube oil capacity 4 4 5.3 4

Dry weight - engine & gear 853 853 866 857

* Other marine gearboxes and configurations available upon request. Contact your local supplier for more information.

** Dry weight including cooler, brackets & damper disk.

Standard engine package
•	Exhaust mixing elbow [high riser]
•	12V Electric system [single pole] / 24V Electric 

system [2-pole]
•	Flexible mounts
•	Alternator 12V - 90A / 24V - 70A
•	VC20 Vessel Control System
•	Electronic CAN-bus control head
•	Backup Panel
•	Lubrication oil evacuation pump [manual]
•	Belt safety cover

ACCESSORIES

NOTE: All data subject to change without notice. Text and illustrations are not binding.
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NOTE: All data subject to change without notice. Text and illustrations are not binding.

Optional accessories
• Secondary alternator 24V - 110A including 
smart regulator
• Second or third station
• Hot water connector
• NMEA 2000 Engine monitoring system

• JC20A Inboard Joystic
• Extension harness [3m, 5m, 10m]
• Front PTO pulley
• Man Over Board Switch


